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JUNCTION BOX

ONE 4" 0 PVC CONDUIT—

5" ® PVC DRAIN CONNECTED
AT LOW POINT IN JUNCTION
BOX AND QUTLETTED AT BACK
OF BARRIER

JUNCTION BOX WITH
BAFFLE PLATE

TWO 3" @ PVC CONDUITS

SECTION A-A

NOTES

4. CAP CONDUIT,
AS DIRECTED BY THE

5. REFER TO SECTION 805 FOR CONDUIT.
JERSEY SHAPE - FOR REPLACEMENT PURPOSES ONLY

SINGLE CONDUIT

ENGINEER OR AS SHOWN ON THE PLANS.
ETC.

SECTION B-B

DOUBLE CONDUIT

1. THE JUNCTION BOXES SHALL BE LOCATED EVERY 750 FEET OR AS DIRECTED BY THE ENGINEER.

2. THE COST OF THE CONDUITS. JUNCTION BOXS. AND ALL APPURTENANCES SHALL BE INCLUDED IN THE
COST OF THE BARRIER UNLESS OTHERWISE SPECIFIED.

3. IN INSTANCES WHERE THE BARRIER CONNECTS TO A BRIDGE PARAPET CONTAINING CONDUIT SHALL ALIGN.
COVER WITH 1" CONCRETE AND MARK FOR FUTURE REFERENCE. OR PROVIDE END TREATMENT
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